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What is Induction Lighting ?  
 
Very simply, an induction lamp is in fact a modified 
fluorescent light bulb.  It is very different from a 
standard fluorescent tube in many ways. 
 
Firstly  the induction lamp has no electrodes and is 
started by the use of induction coils located on the 
outside of the lamp.  The induction coil produces a 
very strong magnetic field which travels through the 
glass and excites the mercury atoms causing them 
to emit UV light which is then converted to visible 
light by the phosphor coating on the inside of the 
tube .  
 
Induction lamps have many applications and are 
becoming more commonplace than ever before.  
Although the technology has been around for over a 
century we are only, now able to mass produce this 
product at a cost that is acceptable to most end 
users. 
 

 
The Advantages  

 
LVD induction lamps come with a five year 
manufacturers warranty and would be expected 
to last over an astonishing 100,000 hours in 
continuous service. They are instant start/re-
strike which means they can be fitted with 
occupancy and twilight sensors. They are 
vibration resistant and maintenance free, will 
save an average of over 50% in real energy 
costs, emit better visual effective lumens than 
most other lamps, are 100% recyclable at end 
of life, use a solid amalgam mercury pellet 
instead of harmful liquid mercury found in 
almost every other type of fluorescent lighting.  
This can be removed safely from the product at 
the end of its life eliminating the need for costly 
waste disposal.  
 
They are used successfully in warehousing, 
manufacturing, floodlighting, street lighting, 
architectural lighting and many more. Please 
have a look at the fixtures and lamps in this 
catalogue and call us for further information.  

 Induction Lighting  

Pharmaceutical Warehouse in Ireland fitted with 200W Orion 
0361-1 High Bays with EVP Occupancy Sensors, fitted at a work-
ing height of 15 Metres  
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Orion 0361 -1 Induction High Bay used with EVP 10 Meter sensors. Sensors can be either fitted directly to the High Bay with 
an additional bracket (left photo) or wired in remotely (right photo). On this project the working height of sensor was actua lly  
above 13 Meters.   

Uses over 50% less energy than conventional Metal Halides 
or Sodium Vapours.  
 
Can be fitted with Occupancy Sensors for further Energy 
Savings, typically a further 30%  
 
Instant Strike & Instant re -Strike  
 
Lamp Life expectancy of an incredible 100,000 Hours  
 
Maintenance Free, ideal for hard to reach areas  
 
Vibration resistant  
 
Return on Investment of between 1 and 2 Years in most  
 retrofit installations  
 
100% recyclable at end of life, uses a solid amalgam pellet   
instead of liquid mercury  
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Indus Induction Low Profile High Bay  

  Wattage Code 
Tempered 
Glass Lens  

Polycarbo-
-nate Lens 

Occupancy 
Sensor 5M 

Occupancy 
Sensor 10M 

Occupancy 
Sensor 16M 

Recess 
Kit 

Wire 
Guard 

IP54 

120W ILIN54LL12 

Std. Option  Option  Option  Option  Option  
Op-

tion  
150W ILIN54LL15 

200W ILIN54LL20 

IP65 

120W ILIN65LL12 
No Cost 
Option 

Std. N/A N/A N/A Option  N/A 150W ILIN65LL15 

200W ILIN65LL20 
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Orion Induction Aluminium High Bay  
 

  
Aluminium construction with anodized polished 
aluminium 20ò reflector. Tempered Glass Lens as 
standard. Option available for Polycarbonate Lens. 
 

IP54 Rating 
 

Available in a range of wattages from 80 to 200 Watt. 
 

Primary Applications are Warehousing and Factories, 
also Retail and Sports Halls. 
 

Can be fitted with optional Occupancy Sensor 

Size Lumens (Lm)* Pupil Lumens (Plm)* Code Watts 

20ò - Ø547xH590mm 5800~6400 9600~11100 IHOR20TX8 80W 

 8650~9600 15500~18000 IHOR20TX12 120W 

 10800~12000 19500~22000 IHOR20TX15 150W 

 15400~18000 28000~30000 IHOR20TX20 200W 

                 0361-1 

* Photometrics are available on request 
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Ara Induction Polycarbonate High Bay  
 

 
 

Polycarbonate construction with prismatic diffuser, comes 
with polycarbonate lens . Ballast housing and shaft are 
aluminium. 
 
Available in 16ò,19ò and 22ò, with a range of wattages 
from 80 to 200 Watt. 
 
Primary Applications are Retail and Food Processing 
Plants, also Sports Halls and Factories 
 

Can be fitted with optional Occupancy Sensor 

Size Lumens (Lm)* Pupil Lumens (Plm)* Code Watts 

16ò - Ø410xH615mm 5800~6400 9600~11100 IHAR16TX8 80W 

 8650~9600 15500~18000 IHAR16TX12 120W 

19ò - Ø495xH685mm 8650~9600 15500~18000 IHAR19TX12 120W 

 10800~12000 19500~22000 IHAR19TX15 150W 

 15400~18000 28000~30000 IHAR19TX20 200W 

22ò - Ø570xH685mm 15400~18000 28000~30000 IHAR22TX20 200W 

                 0361-2 

* Photometrics are available on request 
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Aquarius Polycarbonate  
Induction Floodlight  

 

 
 

High specification IP65 corrosion resistant 
Polycarbonate Induction Floodlight. Black Finish. 
 
European Miro4 Reflector,  
 
Hinged front cover fitted with Tempered Glass, 
Ballast is housed internally. 
 
Glass retained with polycarbonate clips for quick 
easy access without tools 
 
Black Painted Steel Bracket with protractor scale 
comes fitted, Bracket can be removed/installed & 
angle can be set without tools. Toothed Hinge 
eliminates problem of wind shifting the set 
projection angle. 
 
Developed specifically for the Irish & UK Market 
 
Available in 80W, 120W & 150W 
 

525x465x195mm  IFAQ2LL8 80W 

 IFAQ2LL12 120W 

 IFAQ2LL15 150W 

                 AQ2 
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Lynx 1 & 2 Induction Floodlight  
 

 
 

Cast Aluminum construction with tempered glass 
lens and polished reflector, ballast is housed 
internally  
 
Designed to accommodate the LL Series Induction 

1 - 180x330x110mm IFLY1LL4 40W 

2 - 354x374x130mm IFLY2LL8 80W 

                 0553 
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Draco 4 Induction Wall Light  
 

 
 

Aluminum construction with diamond shaped glass 
reflector , IP55 
 
Designed to accommodate the LL Series Induction 
Lamps 40 and 80W 

452x330x250mm IWDR4LL4 40W 

 IWDR4LL8 80W 

                 0554 

Fornax IP66 Induction Low Bay  
 

 
 

This steel fixture is IP66 rated and has various uses. 
It can be used as either a canopy fixture in forecourt 
petrol stations, in cold/freezer rooms and can be 
used as a low bay fixture in special areas where 
moisture and dust penetration is a problem. 
 
Designed to accommodate the Saturn Series 
Induction Lamps from 80 to 200W  
 
Ex rating EXE II T5 
IP66 
Corrosion Class WF2 

                 0421 

550x550x247mm ILFOTX8 80W 

 ILFOTX12 120W 

 ILFOTX15 150W 

 ILFOTX20 200W 
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Leo Minor & Leo Induction 
Downlight  

 

 
 

Aluminum construction available in two 
diameters  
 
Designed to accommodate the Saturn 
Series Induction Lamps 40 and 80W  
 

Leo Minor 9.5ò- Ø256xH148mm IDLM9TX4 40W 

Leo 12ò - Ø337xH170mm IDLE12TX8 80W 

Lepus Induction Downlight  
 

 
 

High quality pure aluminum reflector  
 
Designed to accommodate the Saturn 
Series Induction Lamp 40W  

 

Ø245xH120mm IDLPTX4 40W 

Libra Induction Downlight  
 

 
 

Aluminum construction with drop glass 
diffuser  
 
Designed to accommodate the self ballasted 
Venus Series Induction Lamps 15 & 23W  

Ø205xH235mm IDLIJX15 15W 

 IDLIJX23 23W 

                 0362 

                 03-401 

                 0365 
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Pegasus Round Garage Fixture  
 
 
 

Aluminum construction with polycarbonate lens 
& cover. 
 
Designed to accommodate TX series lamps 40 
& 80 Watt  

 
IP43 Rating 

Pictor Square Garage Light  

 
 
 

 
Aluminum constructed base with diffused 
polycarbonate lens. Ceiling mounted  
 
Will accommodate the 40 & 80W TX series 
lamp 
 

Ø380x205mm IGPETX4 40W 

 IGPETX8 80W 

315x315x245mm IGPITX4 40W 

 IGPITX8 80W 

                 0369 

                 0379 
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Ø700x480mm IAGETX4 40W 

 IAGETX8 80W 

 IAGETX12 120W 

 IAGETX15 150W 

Gemini Garden Obscure  
 
 
 

Durable Die Cast aluminum body 
 
High intensity rhombohedra crystal 
Polymerization of carbon fibers light 
transmission cover, excellent light 
transmission performance and low 
glare 
 
Will accommodate Saturn Series 
Lamps 40,80,120 & 150W 
 
Installation Diameter 78mm 
 
IP65 Rating 

Grus Garden Clear  
 
 
 

Durable Die Cast aluminum body 
 
High intensity rhombohedra crystal 
Polymerization of carbon fibers light 
transmission cover, excellent light 
transmission performance and low 
glare 
 
Will accommodate Saturn Series 
Lamps 40,80,120 & 150W 
 
Installation Diameter 74mm 
 
IP55 Rating 

Ø725x500mm IAGRTX4 40W 

 IAGRTX8 80W 

 IAGRTX12 120W 

 IAGRTX15 150W 

                 05-401 

                 05-402 
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Ø450x700mm IAHSJX15 15W JX 

 IAHSJX23 23W JX 

 IAHSJX40 40W JX 

 IAHSTX2B4 40W TX2B 

Hydrus Garden Fixture  
 

 
 

 
Aluminum construction with polycarbonate 
dome shell suited for decorative street 
lighting or car parks.   
 
This fixture is pole mounted and can 
accommodate the JX, self ballasted lamps  
15, 23 & 40 Watt. And also the TX2B-40 Watt 
lamp.  
 
Installation Diameter 76mm 
 
IP54 Rating 
 

                 0541 

Volans Ground Uplight  
 
 
 

Aluminum base with stainless steel cover and 
tempered glass lens.  
 
Designed to be installed in the ground to create 
up lighting effects. 
 
Will accommodate self ballasted JX series 
lamps 15 & 23W 
 
IP 65 Rating 
 

Ø260mm IUVOJX115 15W 

 IUVOJX23 23W 

                 0517 
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New Lyra Street Light   
 

 
 

Aluminum with Tempered Glass Lens 
 
Accommodates 40 & 80W TX Series 
lamps 
 
Installation Diameter 60mm 
 
Photocell 
Option 

705x335x210mm ISLYTX4 40W 

 ISLYTX8 80W 

                 0639 

New Musca Street  
 

 
 

Aluminium with Tempered Glass 
Lens 
 
Aluminum reflector  
 
Installation Diameter 60mm 
 
Available in 120W,150W & 200W 
 

Photocell Option 
 
IP65 

935x400x245mm ISMULL12 120W 

 ISMULL15 150W 

 ISMULL20 200W 

                 06-008 


